
H05VV-F
H05VVH2-F Flexible (ordinary duty) multi-core cables (round or flat)

with PVC insulation and sheath (for the connection 
of domestic or workshop appliances to the fixed supply)
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colours according to HD 308 standard

white, black, gold, silver or other colours on the customer’s request

 
PVC insulation type TI2

 
PVC sheath type TM2

EN 50525-2-11

CONSTRUCTION

NORMATIVE REFERENCES

H05VV-F

H05VVH2-F  (flat)

   

 

TECHNICAL DATA Max. operating temperature
at the conductor: 70°C

2000 V

 

Rated voltage:

 Test voltage:

300 / 500 V

APPLICATIONS

PACKING

copper conductor 
stranded, flexible, class 5 acc. to EN/IEC 60228)

Number
and conductor 

nominal cross-section 
(mm²)

Nominal insulation 
thickness

(mm)

Nominal sheath 
thickness

(mm)

Approximate
overall diameter   

(mm)

Approximate cable 
weight
(kg/km)

Max. conductor 
resistance at 20°C  

(Ω/km)

2x0,75 0,6 0,8 6,20 54 26,0

2x1 0,6 0,8 6,50 61 19,5

2x1,5 0,7 0,8 7,40 81 13,3

2x2,5 0,8 1,0 9,10 126 7,98

3x0,75 0,6 0,8 6,50 63 26,0

3x1 0,6 0,8 6,90 74 19,5

3x1,5 0,7 0,9 8,00 102 13,5

3x2,5 0,8 1,1 9,90 159 7,98

4x0,75 0,6 0,8 7,10 76 26,0

4x1 0,6 0,9 7,70 93 19,5

4x1,5 0,7 1,0 8,90 127 13,3

4x2,5 0,8 1,1 10,80 195 7,98

5x0,75 0,6 0,9 8,00 98 26,0

5x1 0,6 0,9 8,40 115 19,5

5x1,5 0,7 1,1 10,05 165 13,3

5x2,5 0,8 1,2 12,00 250 7,98

Number 
and conductor 

nominal cross-section 
(mm²)

Nominal insulation 
thickness 

(mm)

Nominal sheath 
thickness 

(mm)

Approximate 
dimension

(mm)

Approximate cable 
weight
(kg/km)

Max. conductor 
resistance at 20°C  

(Ω/km)

2x0,75 0,6 0,8 3,9 x 6,2 40 26,0

2x1 0,6 0,8 4,0 x 6,5 46 19,5

2x1,5 0,7 0,8 4,5 x 7,4 52 13,3
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LEGEND
APPLICATIONS

PACKING

Reel Spool Coil

All technical data contained in the sheet is for informational purposes only. 
Technical details and the offer may change depending on market needs and according to applicable standards.

For fixed installation or use in dry areas. Not suitable for outdoor use, i.e. in the ground or in water. May not be laid 
in areas exposed to harsh weather conditions.

For use when the high flexibility is required, provided that there is no particular risk of mechanical damage.

Used in damp rooms, inside appliances under ordinary duty (e.g.: washing machines, centrifuges, dryers, refrigerators, 
portable household or workshop appliances) if permitted by the relevant equipment regulations.

For connecting audio and video devices and household appliances, in light duty, in dry rooms and offices.

For connecting mobile receivers in dry and damp rooms, with medium mechanical load (eg. household appliances).

Used inside or outside of luminaires, where there is no danger of contact with hot parts and no exposure to radiation.
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